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Special Features

Counter Balance Function

The Counter Balance Function involves the Rotator holding
the total weight load of the casing, thereby ensuring stable

casing drilling conditions. Through the manipulation of casing

weight, thrust force, and rotation speed, the rotator can
effectively drive the casing. This function proves essential
when drilling into inclined rock layers and when performing
overlap cutting in secant pile construction.

Automatic Clamping Function

This function prevents the casing from dropping during the
lifting process of the Rotator. The system is programmed
to retain (lower) the clamp until the upper clamp (chuck) is
securely engaged, and vice versa.

Automatic Oscillating Function

Similar to the Casing Oscillator found in some of BUMA's
rotators, the automatic oscillating function helps release
the casing from friction with the surrounding soil in case of
interruptions.

Self Traveling

By utilizing optional crawler tracks and a power pack deck,
the need for a crane to lift the heavy rotator is eliminated.
This feature reduces mobilization time when moving the
equipment from one shaft to another.

Automatic Driving Function

The Automatic Driving Function is a programmed
sequence of operations that enables the machine to
navigate autonomously, allowing for smart movement
without operator intervention.

Automatic Pull-Down Force Control Function

This function allows the casing to calculate the
pressure applied to the ground and adjust it according
to the operator's settings, ensuring controlled and
precise drilling.

Torque Booster Function

The Torque Booster Function temporarily increases
system pressure to the maximum permissible level
when high rotational torque and lifting force are
required during operation, thereby maximizing power
output.

Wireless Communication System

The Wireless Communication System enables real-
time monitoring of field work information from

the rotor in the field office within a certain range,
enhancing communication and data access during
operations.
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Casing Diameter :

@ 1,300 mm, @ 1,400 mm

Casing Driving : 25 m

Equipment : CR2500
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